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Engine ISBE 285 HP BS IIIl CUMMINS Electronic Engine
Capacity: 6.7 litres

Max. Engine Output & Torque 285 HP @ 2500 rpm | 970 Nm @ 1600 rpm
Engine Capacity 6.7 litres Electronic
Transmission ZF 6S 1000 with Overdrive
Retarder Voith VR120-4; Hydrodynamic Retarder
Front Axle Independent ZF Axle
Rear Axle Tata RA 109 RR
Suspension Full Air Suspension, Front Independent Suspension
Service Brake ABS with Front Disc & Rear Drum
Parking Brake Type Spring-actuated, hand-operated acting on rear wheels only
Fuel Tank Capacity 400 litres
Wheel & Tyres 295/80 R 22.5, Tubeless Radials
Clutch 430 mm Diameter
Electrical System 24 Volts Multiplexing System
Wheelbase 6097 mm
FOH 2550 mm
ROH 3350 mm
GVW 16200 kgs
Gradeability 38% without AC
Max. Speed 114 km/hr
Specifications: Body
Bus LPO 1628 BS III
Platform LPO 1628 BS III
Body Dimension 2.55x3.7x12m
Internal Height 2000 mm
Flooring Vinyl with Marine Plywood
Face FRP
Bumper FRP
Front Windshield Laminated: 8 mm thick
Windows Toughened
Passenger Door In-swing
Passenger Seats 45/41/39/37 Seating Configuration - Customised
Aiir-conditioning Carrier 353 Gen [V
Colour Scheme Customised
Styling Customised
On-Board Refrigerator Optional
Reversing Camera Optional
Destination Board Optional
Entertainment System Optional
PA System Optional
HVAC Optional

Mobile Charger Optional




