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Boasting increased levels of performance, fuel efficiency, safety,
standard equipment and comfort, HINO 500 represents an evolutton

Sy v of technology in the heavy-duty truck market

KEY FEATURES KEY SPECIFICATION

ABS Brakes - o IOVMWhaisammeaenia
CRDi Engine  POWerl..rii,
Heavy Duty Bogie Suspension ~ TOrqUe....ccecuvmrmenrrncrnnnns

Cusromer ‘-—mt www.hino.co.in



FM 8JLKD

Engine & Driveline

Specifications
ENGINE

[ [o]c ] ER HINO JO8E

Max. output. . . ... .. 184kw (251PS) at 2500rpm

Max. torque . . . ... .. 739 Nm (75.4kgf.m) at 1500rpm
Max. engine speed . . . . . 2900rpm

Engine compliance. . . . . EURO 3

TYPE o v w0 wieses w o Diesel, Turbocharged & intercool

& water cooled

Combustion system. . . . Direct injection

Bore & stroke. . . . . .. 112x130mm
Piston displacement . . . 7.684L
Compressionratio . . . . . 18:1

Engine oil capacity. . . . . 12.7L
Coolant capacity . . . .. 21L

Fuel injection pump. . . . Electronic control common-rail type

Intake system. . . .. ... Stack type air intake

Six cylinder in-line, overhead camshaft

ed

TRANSMISSION & GEAR RATIOS

Model : < s o v v ZF 951110

TVPE: § sl BN B 2 8 % Nine forward and one reverse
LSk oo sovaimis: w0 v w mww s 12.728
QMde sa s w5008 s s 8.829
3rd. ... 6.281
AN ooe o nBon an meees oo 4.644
Sthi s v snas s ey 3.478
)1 R — 2.538
Tthie ¢ & 5 5 5 5 5 W @ ¥ 1.806
BENL o oo e o coibisiiaiin 5 3 & 1.335
Othis « wi v 5 5 5 s s w0 o 1
ReVis's o ov o5 56 o 5 5 s 12.040

CLUTCH
TYDB: ssnpmen s v u 5 & Dry single plate with damper springs
Facing outside diameter. . .380mm

Facing material . . . . . .. Mold (Non ashestos)

BRAKES

TYPE i i 0 5w wmi o % % v Full air, t.jual circuit, “S” cam type
Leading& trailing shoes for front & rear

ABS. . . ... ... ... Equipped

Parking brake. . . . .. .. Spring brake, acting on FA & FR axles

Exhaust brake . . . . ... Electric-pneumatic

AXLE LOAD AND TYPE

Axle load limit. . . . ... .. Frontaxle. ... ... 6000kg
Rearaxle. ... ... 19000kg

Front axle type. . . ... .. MF671 series, Reverse Elliot, I-Beam

Rear axletype. . . ... .. THD17 full floating single reduction,
Single speed hypoid, Tandem drive
With inter axle differential lock

Rearaxleratio. . ... ... 5.857:1

SUSPENSION

Front suspension type . . . . Semi-elliptic leaf springs with shock
absorbers
Rear suspension. . . . . . . Inverted semi-elliptic leaf springs with

torque rods

PERFORMANCE

Maxspeed. . .. ...... 98km/h
Gradeability . . .. ..... 40.3%
WHEELS & TYRES

RiMISIZ8: « v & & oo 20x7.50
Tyresize. . . ........ 11.00R20-16PR
FUEL TANK

Capacity . . . ........ 200L
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Cab, Instumentation &

Chassis
cABDETALS | |NsTRUMENTS | .
Type . . e Forward control, all-steel construction 1. Meters & gauges 2. Warning, pilot lamps & buzzers
With torsion bar tilt mechanism Speedometer with trip meter Oil pressure warning lamp &
Seating capacity . . . . . . Three Odometer buzzer
Driver'sseat. . . ... .. Urethene foam pads, high-back & Tachometer Coolant level warning lamp
reclining seat Fuel gauge Parking brake indicator lamp
Seatbelt . .. ...... 3-point type Coolant temperature gauge Engine control system warning
Windshield wipers . . . .Electric, dual, intermittent & 2 speed Air pressure gauge lamp
Ventilator. . . . ..... Forced type by electric blower Back up warning buzzer
Cigarette lighter 24V . . . Equipped
Floormat. . « .umsssse Vinyl type AfCHASSIS FRAME S —
A epndlagner x s s » v A TYPE: wom 5 % 5 o s 5 6 5 v w @ @ 5 Ladder-shaped channel section
TH: oo avsuasy Full —
Cab pockets . . .. ... Equipped on both door sides R RS T EO r « + 5 1 s 5 ¢ 870mm
CArBUED, v, a5 » AM/FM radiowith €D player Max.section(depthxflangexthickness). Main:300x90x8.0mm
Speakers. . ... ..... Driver and passenger sides Inner:284x77x3.2mm
CHINGRRE & ¢ 3 2 5 5 6 EqUIFRRd Tensile strength. . . ... ..... 540N/mm2(55 kgf/mm2)
S N Hooks: s g vnsanm v s ma sy Equipped for front and rear
ELECTRICAL 7 e
Type . ... ... ... .. 24V, negative earth TIPPER BODY & HYDRAULVIEé o 1
Batteries . . « wvwsemiw s 2x12V, series-onnection.Capacity65A.h Box body
at 20-hour rate Hydraulics. . . .Hyva make, front mounted 3 stage telescopic tip
Alternatortype . . .. .. Brushless with built-in rectifier and cylinder
Voltage regulator. Capacity 24V — 50A Oil capacity. . . . . 80L
Startertype. . ... ... 24V, 4.5kW Tipper body. . .All steel welded construction
Headlamps. . ... ... Semi-sealed beam, halogen type struck volume. . 16 cu. m.
2-headlamps including fog lamps Dumping angle. . 52deg
Hourmeter. .. ...... 24V, 100,000 hrs Rock body
Hydraulics. . . .Hyva make, front mounted 3 stage telescopic tip
STEERING cylder
TYPE . v e Telescopic and tilt steering column Oil capacity. . . . . 80L
With locking device. Recirculating Tipper body. . .All steel welded construction
Ball with integral power steering Struck volume. . 14 cu. m.
Gearratio . . ......... 20.2:1 Dumping angle. . 53deg

www.hino.co.in



FM 8JLKD 14cu.m Rock Body 5 a n

Dimensions s E R | E S
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DIMENSIONS— mm WEIGHTS kg
Wheelbasel(WB1). . . .. ............. 3590 Unladen Chassis. . . . . .. Total. . ... .. 11750
Wheebase2(WB2). . . . ... ... ... ... 1300 Front axle. . . . 5050
WheelbaseasperCMVR. . . . ... ... .... 4240 Rear axle . . . .6700
Overalllength(OL) . . . ... ... ... ... 7100 Laden Chassis. . . . . ... Total . . .. ... 25000
Overallwidth(OW). . . .. ... ... ... ..., 2470 Front axle . . . .6000
Overall height(OH) . . .. ............. 3420 Rear axle . . . .19000
Cab torearaxlecentre(CA). . . . ......... 3400 -
Rear overhang, Chassis(ROH) . . . . . ... ... 1265 TOOLS AND ACCESSORIES
Front chassis height(HF) . . . .. .. ....... 1050 * Hydraulic Jack
Rear chassis height(HR) . . . ... .. .. .. .. 1085 ; Standard toolkit
Fronttrack(FT) « « v v v v eee e e e e e e 1925 * CMVRKit
Reartrack(RT) v o v 5 wrvs v v 5 s 2 6 % 5 v 4 1860
DISCLAIMER
Hino trucks are distributed in India by Hino Motors Sales India Pvt Ltd. All efforts have been made to ensure the information contained in
this brochure was correct at time of printing or uploading. Hino Motors Sales India Pvt Ltd reserves the right to alter any details of the
specifications and equipment without notice. You should therefore check with your authorized Hino dealer at the time of ordering your
motor vehicle to ensure that colour, specifications, equipment, design features and options are available for the vehicle you are ordering.
Date of issue: 01/06/11

Hino Motors Sales India Private Limited

Solitare Corporate park, Unit No.971, Authorised Dealer
Andheri-Ghatkopar link road, Chakala,
Andheri (East), Mumbai- 400 093, India
TEL: +91-22-6735-1800 Fax: +91-22-6735-1899
=
e Email: Sales@hino.co.in Website: www.hino.co.in




